
Air. Anytime. Anywhere.

PRO Series
Cast-iron piston 
compressor range 



Benefi ts & features

Robustness
Strong cast iron

components.

Safety
Metal belt guard for 

safe and robust 

protection.

Reliability
Strong reliable 

power: Low speed, 

low wear. 

User comfort
Clear and user-

friendly pressure 

switch and gauge. 

Model Partnumber L l/min CFM HP kW rpm Volt Bar L x W xH (mm) Kg

PRO CA1 270 FT5,5 4116025181 270 530 18,7 5,5 4 688 400/3/50 11 1500x530x1210 214

PRO CA1 500 FT5,5 4116025186 500 530 18,7 5,5 4 688 400/3/50 11 1920x600x1340 303

PRO CA1 270 FT7,5 4116025182 270 699 24,7 7,5 5,5 908 400/3/50 11 1500x530x1210 239

PRO CA1 500 FT7,5 4116025183 500 699 24,7 7,5 5,5 908 400/3/50 11 1920x600x1340 328

PRO CA2 500 FT10 4116025185 500 1056 37,3 10 7,5 685 400/3/50 11 1920x600x1340 358

PRO T CA1 500 FT7,5 4116025184 500 1399 49,5
7,5 
+ 

7,5

5,5 + 
5,5

908 400/3/50 11 1920x600x1340 488

PRO Cast-iron
Two stage belt driven 
piston compressors 
Piston compressors with fully cast iron blocks: a reliable and robust range, 

built with top quality components. The pumps are running at low speed, to 

guarantee lower noise levels and extended lifetimes, but they still guarantee 

a great performance, and they are perfectly suitable for the more demanding 

and intensive applications.

Air. Anytime. Anywhere.


